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Frame size: “51,54,56,58,60,62”
Frame size: “47”

20 mm
30 mm

NOTICE

ID Part Number Description

A K26129 KNØT System Seatpost 330 mm

B K26149 SystemSix Di2 Battery Mount

C K34289 KNØT SystemSix Seatpost Clamp HDWE

- K35039 Headset 1-1/8 to 1 1/4 with Split Ring

D K35009 SL Compression Plug With Top Cap

E K28009 SystemSix Stem Spacer Kit

F K32019 SystemSix Bottom Bracket CBL Guide

G K33009 Derailleur Hanger TA ST SS 070

H K32009 SystemSix Downtube CBL Guide

I K26139 KNØT System Aero Seat Binder

ID Part Number Description

J K34069 SystemSix Front Derailleur Plugs

K K33019 SystemSix Front Derailleur Mount

L KP197/SRM PF30 Bottom Bracket Cups And Bearings

M KB6180/ BB30 Bearing Blue (QTY 2)

N K22037 BB30 Bearing Blue (QTY 24)

O K32048 Shift And Brake Grommets

P K83019 Speed Release TA 100x12

Q K83029 Speed Release TA 142x12 165 mm

R K34079 SystemSix Chainstay Protector

Item Speciication
Head Tube UPR: 1 -1/8 in, LWR: 1-1/4 in

Headset Integrated, 1-1/8 in - 1-1/4 in

Bottom Bracket: Type/ Width PF30 / 73 mm

Front Derailleur Brazed-on, Down-Pull

Seat Post: Dia./Binder KNØT Seatpost,  Internal Wedge

 Tire Size x Max. Width 700c x 30 mm (measured)

Front Tire Min. Clearance 6 mm (See Owners supplement)

 Min. Seat Post Insert 65 mm

Brakes: Mount Type /  
Min/Max Rotor Dia.

RR: Flat Mount / 140 mm / 160 mm 
FT: Flat Mount / 140 mm / 160 mm

Rear Brake: Fixing Bolt Length
Shimano 38.0 mm /  
Converter 38.1 mm

Axles: Type/Length

Speed Release, Double Lead,  
M12x1.0 ,  FR: 100 x12 mm, 119 
mm Length, RR: 142 x12 mm, 165 
mm Length, 

   Intended Use:
ASTM CONDITION 1,  
High-Performance Road

   Max. Weight Limit:  
Total (rider+all equipment):

285 lbs / 129 kg
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ID Part Number Description

A

CP2009U1080 KNØT SystemStem -17 Deg 80 mm

CP2009U1090 KNØT SystemStem -17 Deg 90 mm

CP2009U1010 KNØT SystemStem -17 Deg 100 mm

CP2009U1011 KNØT SystemStem -17 Deg 110 mm

CP2009U1012 KNØT SystemStem -17 Deg 120 mm

B

CP2019U1080 KNØT SystemStem Cover -17 Deg 80 mm

CP2019U1090 KNØT SystemStem Cover -17 Deg 90 mm

CP2019U1010 KNØT SystemStem Cover -17 Deg 100 mm

CP2019U1011 KNØT SystemStem Cover -17 Deg 110 mm

CP2019U1012 KNØT SystemStem Cover -17 Deg 120 mm

ID Part Number Description

C

CP2129U1038 KNØT SystemBar BK 380 mm

CP2129U1040 KNØT SystemBar BK 400 mm

CP2129U1042 KNØT SystemBar BK 420 mm

CP2129U1044 KNØT SystemBar BK 440 mm

D K28018 SystemBar Mounting Hardware

E K28009 SystemSix Stem Spacer Kit

F K35009 SL Compression Plug With Top Cap

G K12018 SystemBar Computer and Light Mount

H K12008 SystemBar Comp and Light Insert
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