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ID Part Number Description

A CK0037U00OS SuperSlice Seatpost

B CK0077U00OS SuperSlice Seatpost Binder

C CK3137U00OS SuperSlice Top Tube Cable Guide

D CK3027U00OS SuperSlice Front Derailleur Mount

E CK3087U00OS SuperSlice Front Derailleur Cable Stop

F CK3057U00OS Derailleur Hanger TA ST SS 014

I KP197/SRM PF30 Bottom Bracket Cups & Bearings

J K22037 BB30 Bearing  Blue (QTY 24)

K KB6180/ BB30 Bearing  Blue (QTY 2)

L K34059 SuperSlice Headtube Cap.

M CK8027U00OS Rear Thru Axle SuperSlice

N CK8067U00OS Front Thru Axle SuperSlice

ID Part Number Description

O CK3097U00OS SuperSlice Bottom Bracket Cover

G

CK3127U1050 SuperSlice Headtube Shroud BLK 50

CK3127U1052 SuperSlice Headtube Shroud BLK 52

CK3127U1054 SuperSlice Headtube Shroud BLK 54

CK3127U1056 SuperSlice Headtube Shroud BLK 56

CK3127U1058 SuperSlice Headtube Shroud BLK 58

CK3127U8050 SuperSlice Headtube Shroud REP 50

H

CK3127U8052 SuperSlice Headtube Shroud REP 52

CK3127U8054 SuperSlice Headtube Shroud REP 54

CK3127U8056 SuperSlice Headtube Shroud REP 56

CK3127U8058 SuperSlice Headtube Shroud REP 58
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Item Speciication
Head Tube UPR: 1-1/8 in, LWR: 1-1/8 in

Bottom Bracket:  Type/ Width PF30A / 73 mm

Front Derailleur Brazed-on, Down-Swing

Seat Post:  Dia./Binder SuperSlice Seatpost / Internal Wedge

 Min. Seat Post Insert 100 mm

 Tire Size x Max. Width 700c  x 25 mm (measured)

Front Tire Min. Clearance 6 mm (See Owner's Supplement)

Brakes: Mount Type /  
Min/Max Rotor Dia.

RR: Flat Mount / 140 mm / 160 mm 
FT: Flat Mount / 140 mm / 160 mm

Axles: Type/Length

FRONT: Bolt Type; 12 mm Thru-Axle, 
122 mm M12*P1.0, Thread Length: 
11 mm, Cone Shape Head. 
REAR: Bolt Type; 12 mm Thru-Axle, 
167 mm, M12*P1.0, Thread Length: 
11 mm, Cone Shape Head.

   Intended Use:
ASTM CONDITION 1,  
High-Performance Road

   Max. Weight Limit:  
Total (rider+all equipment):

285 lbs / 129 kg

SuperSlice  (2019)
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CK0097U0020 SuperSlice Stem 120mm
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SuperSlice  (2019)

ID Part Number Description

TC KP476/ SuperSlice Preload Cap

ST

CK0097U0060 SuperSlice Stem 60mm

CK0097U0090 SuperSlice Stem 90mm

CK0097U0020 SuperSlice Stem 120mm

P CK0107U00OS SuperSlice Stack Spacers

Q CK0117U00OS SuperSlice Base Bars - 380mm


